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W
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sunstar@

sunstar.co.kr
fortuna@

sunstar.co.kr

E
-M

AIL

SUNSTAR TIANJIN BRANCH
TEL : 86 22 2445 8882 

FAX : 86 22 2445 2400
SUNSTAR HONGKONG LTD.
TEL : 852 2729 7078

FAX : 852 2729 7573
SUNSTAR GUANGDONG BRANCH
TEL : 86 769 249 1610

FAX : 86 769 234 4042
SUNSTAR FUJIAN BRANCH 
TEL : 86 595 859 8871 

FAX : 86 595 859 8872
SUNSTAR U.S.A INC.
TEL : 1 305 591 9596 

FAX : 1 305 591 0661
SUNSTAR HOCHIM

INH BRANCH OFFICE
TEL : 84 8 811 0302

FAX : 84 8 811 4588 
SUNSTAR HANOI BRANCH OFFICE 
TEL : 84 4 734 0268

FAX : 84 4 734 0278
SUNSTAR NEW

 DELHI OFFICE 
TEL : 91 124 280 3006

FAX : 91 124 280 3007
SUNSTAR JAKARTA BRANCH OFFICE 
TEL : 62 21 4584 5317

FAX : 62 21 451 3870

O
VER

SEA
S N

ETW
O
R
K

SUNSTAR M
ACHINERY (SHANGHAI) CO.,LTD.

TEL : 86 21 6957 6311 
FAX : 86 21 6957 6312

SUNSTAR M
ACHINERY (SHANGHAI) CO.,LTD. SHANGHAI BRANCH

TEL : 86 21 6353 2233 
FAX : 86 21 6353 8640

SUNSTAR QINGDAO BRANCH
TEL : 86 532 482 2236 

FAX : 86 532 481 1262
SUNSTAR NANJING BRANCH
TEL : 86 25 464 7389 

FAX : 86 25  464 7389
SUNSTAR HANGZHOU BRANCH
TEL : 86 571 8704 4709 

FAX : 86 571 8601 6046
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 Series
SunStar Result of M

echatronics, Post Bed, 
W

heel Feed W
ith D

riven Roller Foot, 
2-N

eedle Straight Lock Stitch M
achine, 

w
ith a Back Tack Type and an A

utom
atic Thread Trim

m
er

Installed autom
atic backtack(reverse process) devices, KM

-967B series w
hich pursues m

ore convenient and perfect sew
ing is one of

the state-of-the-art sew
ing m

achines that has greatly im
proved the function of existing roller driven post. Also it realizes perfectly the

high m
echatronics of sew

ing m
achine by attaching the autom

atic trim
m

ing m
otor called FORTUNA AC SERIESⅡ

SERVO, a brand-new
product. The m

achine w
ill m

ake a contribution to im
provem

ent of productivity by raising counterm
easure against sew

ing pattern rapidly
diversified.

M
o

d
el

S3AC55 - 1

S3AC55 - 2

S3AC55 - 3

M
ain

 Fu
n

ctio
n

s

䤎
Sim

ple speed changing function using the program
 unit

䤎
Categorized speed adjustm

ent of start/end back tack
䤎

Adjustm
ent of sew

ing m
achine speed increase curve

䤎
Adjustm

ent of the rem
aining upper thread’s length after 

thread trim
m

ing
䤎

Adjustm
ent of the pressure for pedal operation

Standard Parts

䤎
Synchronizer

䤎
Pedal connecting rod

䤎
Pow

er sw
itch box etc.

In
p

u
t P

h
ase

1ø110V
 

1ø220V
 

3ø220V
 

Installed the Fortuna A
C Servo M

otor Series III
w

ith U
p-to-D

ate Functions!!
PROGRAM

 UNIT FUNCTIONS

Start and end back-tack w
ork

Selection of needle U
p/D

ow
n stop position

Selection of presser foot U
p/D

ow
n stop position

Selection of thread trim
m

er and w
iper perform

ance

Correction or change of needle U
p/D

ow
n stop position

Input of various sew
ing conditions

Program
m

ed num
ber of stitches and program

m
ed

sew
ing 

speed pattern w
ork

Pattern connection function (Chain function)

Counter installm
ent possible

Sew
ing m

aterial edge sensor installm
ent possible

○○○○○○

○○○○○○○○○○

Function
M

odel
B

asic
Type

O
ption

Type

䤎
Q

uick and accurate position control. Sw
ift response 

(Superbly fast acceleration and deceleration)
䤎

Pow
erful program

 unit
䤎

Easy to use speed change function
䤎

Enhanced pattern sew
ing function

䤎
A

ccurate back tack stitch num
ber correction function

䤎
Easy installm

ent in any sew
ing m

achine
䤎

W
ell-adaptable m

achine that fits any sew
ing environm

ent
䤎

D
esigned to m

eet the standard requirem
ents of developed countries 

such as those of the U
S and  European countries

䤎
Input/output as w

ell as sequence changing functions appropriate for 
special equipm

ent developm
ent

SPECIFICATIO
NS

M
O

TO
R SPEC.

M
odel

S
3M

55-S

S
3M

55-T

M
otor Spec.

Straight Type

Taper Type

CO
NTRO

LLER SPEC.

S
tandard

550W
3,000rpm
0.18kgfm

H
EC 470 Series II

N
.P M

otor
N

on-contact(Eddy Current) 
autom

atic trim
m

ing m
otor

[F
ull F

unction T
ype]

[E
conom

ic T
ype]

Stable Structure of A
utom

atic
B

acktack D
evices(Patent Pending)

Our ow
n stable autom

atic backtack m
echanism

perform
s correctly the inputted stitches during

starting and finishing and carries out backtack 
stably at any spot by pressing a backtack button
during sew

ing so that the m
achine realizes m

ore
perfect productivity and higher quality sew

ing.

A
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The accurate feeding of m
aterials by up-dow

n roller
guarantees even and beautiful sew

ing state under
any condition.

Reverse process is now
 available 

w
ithout taking off your hands from

 
the sew

ing m
aterials by installing the 

reverse process button.

▶
Convenient Reverse Process
B

utton D
evices

·
The stable trim

m
ing cut structure

guarantees clean and nice finishing from
thick to thin thread.

·
The m

ovable and fixed m
es are easily

assem
bled, disassem

bled and adjusted.

▶
Stable Trim

m
ing Cut Structure

(Trim
m

ing Type)

It is easy to set up the gauge
transform

ation by adjusting the
length of rod.

▶
Sim

ple Trim
m

ing D
rive

D
evices(Trim

m
ing Type)

By adjusting directly the feed cam
 using

a button for stitch length adjustm
ent,

variation in the set stitch length
occurred by a vibration is not possible.

▶
Sim

ple A
djusting System

 for
Stitch Length

By installing a built-in P.C.B in the
m

achine pulley instead of com
plicated

position detector, the m
achine can

support the sim
plified appearance of

m
achine as w

ell as precious sensing 
of signal.

▶
B

uilt-In Position D
etector


