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pecifications and appearance are subject to change for the im
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ent of products w
ithout prior notice.
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 for detecting
synchro signals and the connected
m

otor control device
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SunStar's SPS/B(A

)-B1201 M
(H

P), 
w

hich has gathered 
the latest technology!
Leading the autom

atic sew
ing system

 
w

ith a step further advanced look

The operation box has been designed to

be installed in the upper or low
er part of

the table for the higher efficiency and the

ease of use.

䤎
SunStar’s new

ly developed sew
ing

system
 run by a direct drive m

otor offers
enhanced responsiveness and accuracy for
the stop location resulting in best sew

ing
condition for high quality m

aterials.  This
w

as m
ade possible by directly connecting

the AC Servo m
otor to the upper shaft

using the coupling. 
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䤎
Because the direct drive m

otor type does
not use a V-belt, it greatly reduces the
levels of noise and vibration providing a
com

fortable w
ork environm

ent and
enhanced productivity byreducing the
user's level of fatigue.

䤎
Because there is no unbalanced load on
the m

achine caused by the use of V-belt,
the m

achine's durability is greatly
increased w

hereas the electricity
consum

ption level is reduced.

䤎
By directly attaching the m

otor to the
sew

ing m
achine, the installation process

has been shortened and sim
pler. The

separate installations for m
otor and V-belt

have becom
e unnecessary providing the

safer w
ork environm

ent w
ithout the

exposure to such parts by a user.
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䤎
Due to the use of a hole-locating pin for the accurate positioning of the 

sew
ing m

aterials, the m
achine enables the user to w

ork m
ore 

conveniently w
ith the increased productivity and sew

ing quality.

V
ario

u
s p

attern
s availab

le

䤎
Offers 67 patterns according to size and num

ber of stitches in order to 

m
eet the diverse sew

ing conditions for producing all types of hats and 

sportsw
ear. 

The user can easily set all the
functions w

ith one-touch icons in
the operation box. S

uch functions
include pattern change, speed
adjusting, reducing and enlarging,
and bobbin counter installation. 
The operation box also enables
the user to program

 and save 7
patterns by just pressing 3
functional keys resulting in faster
w

ork and a cycle w
ork, w

hich
allow

s a com
bination of several

patterns.
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